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SPEC

FINISH

HARD

COND

SPEC

MAT'L

1.001-2.000: +.010/-.001
.751-1.000: +.007/-.001
.501-.750: +.005/-.001
.230-.500: +.004/-.001
.131-.229: +.003/-.001
.041-.130: +.002/-.001
.013-.040: +.001/-.001

DRILL HOLES

UNLESS SPECIFIED OTHERWISE

DWG
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SCALE  1 : 2

DATE

CHK'D

CONC(TIR)

TOLERANCES:

ANGLE ±
FRACT ±
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DRN BY

TITLE:

VAN SCHMUS

INSTALLATION DRAWING
600 SERIES FIREWALL PEDAL ASSEMBLY

505472-607 03/09/06

NOTES:
1. UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE INCHES
2. DIMENSIONS ARE NOMINAL
3. WEIGHT :
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75 SERIES MASTER CYLINDER 
SHOWN WITH SMALL RESERVOIR

75 SERIES MASTER CYLINDER 
SHOWN WITH MEDIUM RESERVOIR

ADJUSTABLE CLUTCH
POSITIVE STOP

ULTRA-STIFF, LIGHTWEIGHT
FORGED ALUMINUM

CLUTCH AND BRAKE
PEDAL

JAM NUTS SECURES BIAS BAR SETTING.
FOR REMOTE CABLE ADJUSTER, REMOVE 
JAM NUTS AND SECURE CABLE TO END OF 
BIAS BAR  WITH CABLE COUPLER

THRU HOLES FOR 
CUSTOMER SUPPLIED
HIGH STRENGTH 5/16"
OR 8MM BOLTS

LOW FRICTION
DRY LUBE AND
HARD COATING

ON CLEVISES

BALANCE BAR
ALIGNMENT RAMPS
INTEGRAL IN FRAME

CLEVIS DESIGNED FOR
MINIMUM FREE PLAY WITH
OR WITHOUT JAM NUTS

3/8 STUDS.
TORQUE MASTER CYLINDER
RETAINING NUTS TO 19 FT-LB
DO NOT USE THREAD 
LOCKING COMPOUNDTORQUE PUSHROD 

JAM NUTS TO 12 FT-LB
DO NOT USE THREAD 
LOCKING COMPOUND

PEDAL ASSEMBLY IS COMPATIBLE WITH TILTON ENGINEERING
73, 74, 75 OR 76 SERIES MASTER CYLINDERS SOLD SEPERATELY

75 SERIES MASTER CYLINDERS SHOWN HERE ARE FOR ILLUSTRATION
PURPOSES ONLY AND ARE NOT INCLUDED WITH PEDAL ASSEMBLY

9.88 ±1.5

R 11.75
6.2 : 1 PEDAL RATIO

LOW FRICTION OIL-IMPREGNATED
BUSHINGS ON PEDAL PIVOTS

7.44
75 SERIES MC SHOWN

2.250 3 PL

.33

1.42O MIN HOLE
IN FIREWALL

1.29 TO MC
CENTERLINE

2.62 ±.05
SET TO

1/4-20 UNC AUXILIARY
MOUNTING HOLES

3.730

3.20 (5/8 to 3/4 BORE)
                        75 SERIES MC SHOWN

3.32 (13/16 to 1-1/8 BORE)

2.620

2.620

4.18

3.750

2.120

2.630

3.000

4.03

2.121

.810

7.500


