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NOTES:

1.  DIMENSIONS AND TOLERANCES PER ASME Y14.5 - 2009

3.  BREAK SHARP EDGES .005-.010.

2.  UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE IN INCHES.

19.4
492.69

18.08
459.15

13.18
334.77

6.98
177.26 ADJUSTMENT RANGE

7.70
195.58 REFERENCE

ADJUSTABLE AT PAD AND
PAD ADAPTING BRACKET AS SHOWN

9.09
230.91 REFERENCE

ADJUSTABLE AT PAD AND
PAD ADAPTING BRACKET AS SHOWN

R 8.31
211.1

SHORTEST PAD
POSITION

R 10.39
263.9

LONGEST PAD
POSITION

.30
7.6

.30
7.6

APPROXIMATE PEDAL RATIO RANGE:

FROM [ 4.8 : 1 ] TO [ 6.1 : 1 ]

DEPENDING ON FOOT PAD POSITION

7°

7°

DIE-CUT ANTI-SLIP TAPE
SUPPLIED WITH KIT BUT
NOT INSTALLED, GIVING
CHOICE OF SMOOTH OR
ROUGH PAD SURFACES.

.30
7.6

1.0
25.4

1.5
38.1

1.0
25.4

BRACKET CONNECTION REQUIRES 2 BOLTS.
USE WIDEST SPREAD AVAILABLE PER
PAD ANGLE DESIRED.
1.0" BOLT SPREAD MINIMUM

THREE SETS OF TAPPED HOLES
IN PAD MOUNT ALLOW FOR 
SIDE-TO-SIDE ADJUSTMENT OF
.30" EACH WAY

.488
12.4

O .186
4.72

2 PL.

.120
3.05

MOUNTING BRACKET

O .380
9.65

.600
15.24

1.000
25.4

2.717
69.01

1.30
32.92

13.10
332.84

4.20
106.77

4.17
106.03

1.60
40.64

2.60
66.04

PULL CABLE,
TO RELEASE LOCKS
FOR ADJUSTING FORE/AFT POSITION

SPRING STRUT
PUSHES PEDAL ASSEMBLY
TOWARDS DRIVER DURING 
POSITION ADJUSTMENT.

11.05
280.67

10.250
260.35
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12.680
322.07

3.150
80

10 PL.

3.150
80

4.315
109.59

1.125
28.58

4.315
109.59

1.125
28.58

O .266
6.76

12 PL.

O .266
6.76

4 PL.

O .266
6.76

.700
17.78 2 PL.

BOLT GRIP THICKNESS

.700
17.78 2 PL.

BOLT GRIP THICKNESS

.490
12.45 12 PL.

BOLT GRIP THICKNESS
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1.  DIMENSIONS AND TOLERANCES PER ASME Y14.5 - 2009

3.  BREAK SHARP EDGES .005-.010.

2.  UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE IN INCHES.

TILTON 78 OR 79 SERIES PIVOT STYLE MASTER CYLINDERS

PEDAL ASSEMBLY IS COMPATIBLE WITH TILTON ENGINEERING
78 OR 79 SERIES MASTER CYLINDERS AT BOTH BRAKE PEDAL LOCATIONS
78 SERIES MASTER CYLINDERS AT CLUTCH PEDAL
ALL SOLD SEPARATELY

78/79 SERIES MASTER CYLINDERS SHOWN HERE ARE FOR ILLUSTRATION
PURPOSES ONLY AND ARE NOT INCLUDED WITH PEDAL ASSEMBLY

72-873 BALANCE BAR
CAN ACCEPT ALL TILTON
REMOTE CABLE ADJUSTERS

16 MOUNTING HOLES FOR M6 OR 1/4" FASTENERS
TO VEHICLE FLOOR STRUCTURE AS SHOWN

INSTALLATION DRAWING, PEDAL ASSEMBLY, UNDERFOOT
ADJUSTABLE SLIDING SYSTEM



25 EASY STREET    P.O. BOX 1787      BUELLTON, CALIFORNIA    93427 USA

PHONE: (805) 688-2353     FAX: (805) 688-2745     WWW.TILTONRACING.COM

TILTON ENGINEERING, INC.

DWG

SHEET

SCALE

DATE

CHK'D

P/N

DRN BY

TITLE:

C

D

B

A

8 7 6 5 4 3 2 1

"T
h
is

 d
o
c
u

m
e

n
t 
c
o
n

ta
in

s
 p

ro
p
ri
e
ta

ry
 i
n

fo
rm

a
ti
o

n
 o

f 
T

IL
T

O
N

 E
N

G
IN

E
E

R
IN

G
, 
IN

C
.,
 a

n
d

 i
ts

 r
e
c
e
ip

t 
o
r 

p
o
s
s
e

s
s
io

n
 d

o
e
s
 n

o
t 
c
o

n
v
e
y
 t
h

e
 r

ig
h
ts

to
 r

e
p
ro

d
u
c
e

, 
d
is

c
lo

s
e

 i
ts

 c
o

n
te

n
ts

, 
o
r 

to
 m

a
n
u

fa
c
tu

re
, 

u
s
e
 o

r 
s
e
ll 

a
n
y
th

in
g

 i
t 

m
a
y
 d

e
s
c
ri
b
e
. 

 R
e
p
ro

d
u
c
ti
o

n
, 

d
is

c
lo

s
u
re

, 
o
r 

u
s
e

 w
it
h
o

u
t

s
p

e
c
if
ic

 w
ri
tt
e

n
 a

u
th

o
ri
z
a
ti
o
n

 o
f 

T
IL

T
O

N
 E

N
G

IN
E

E
R

IN
G

, 
IN

C
. 
is

 s
tr

ic
tl
y
 f

o
rb

id
d
e

n
."

R

REV ECN DATE BY CHANGE OR ADDITION

REV

THIRD ANGLE PROJECTION
THIS DRAWING USES

THROTTLE PEDAL START AND END POSITION ALONG
WITH CLUTCH PEDAL ADJUSTABLE STOP ALL 
ACCESSED FROM DRIVER'S SIDE FOR EASY ADJUSTMENT
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TILTON THROTTLE LINKAGE KITS FOR
DRIVE BY WIRE OR MECHANICAL CABLE
AVAILABLE SEPARATELY


